SHEET INDEX
SHEET DESCRIPTION LOT COVERAGE ADDRESS CHART
LOT NUMBER |  LOT size M?ggf{%ﬁ%‘;ﬁ w?m LOT NUMBER STREET ADDRESG
1 COVER SHEET 195 2691 1815 760 196 T241 CALM_OUNSET
196 1800 1080 166 T2A3
2 SITE PLAN 197 1800 1080 187 F2AB
198 1800 1080 188 Fo47
199 1800 1080 199 7249
5| LAWSOWE P SITE DEVELOPMENT PLAN . —— e
201 2250 350 201 7265
4 EROSION & SEDIMENT CONTROL PLAN 208 = 1085 =% Sore
5 EROSION & SEDIMENT CONTROL DETAILS F O R 2 12ee 1089 2 =
205 1800 1080 205 7261
206 2250 1350 206 7265
207 2260 1380 207 7265
208 1560 1080 208 7067
209 1500 1080 208 7265
210 1800 1080 216 il
3 212 2250 1350 2R 7275
212 1800 1080 215 7277
214 1800 1080 24 7279
215 2700 1820 215 7o
216, 2486 1492 216 7286
217 2013 1208 21 7287
40’ 218 2035 1221 218 7269
219 2086 12354 219 T2
T 220 2076 1247 220 7295
221 1971 183 221 7296
S E C I O N 2 A R EA 2 222 1892 195 222 7297
223 2197 1218 223 7299
224 2250 1350 224 7268
MAXIMUM UNIT HEIGHT LOTS 195 — 245 & O.S. LOTS 246 & 247 = e o = ATIO AP
& SNOWDEN RIDGE, SECTION 2, AREA 1 | — — ==
229 1800 1080 229 7278
230 1800 1080 230 7276
255 2247 1348 2% T274
O.S. PARCELS B-2 & B-3 T — - DATA_SOURCES
225 1678 1007 238 7268 -
A RESUBDIVISION OF SNOWDEN RIDGE [ — —— == e s o e o
236 800 1080 256 7260 BASED ON PREYIOUS RECORDED PLATS FOR THIS SUBDWISION,
257 1800 1080 257 7260 AND RELATE TC A BOUNDARY OUTLINE FREPARED BY
S E C I lO N 2 ARE A 1 I I.A # 1 3 5 6 9 258 1800 1080 238 7288 CENTURY ENGINEERING, INC.(AS AMENDED BY GUTSCHICK,
V4 ¥ l 759 2531 B39 289 7256 UTTLE & WEBER, P.A.DATED APRIL,1994.)
240 2062 1357 240 7252
241 1810 1086 241 7280
242 18I0 1086 242 7246 BENCHMARK DESCRIPTIONS
243 1210 1086 243 7248
t 244 1754 1052 244 7244 THE COURSES AND COORDINATES SHOWN HEREON ARE
248 2028 1223 sz 0‘723 e REFERRED TO THE MARYLAND COORDINATE SYSTEM.

BM # 2 NAIL IN BGAE FOLE ELEY,387.97 NAD 29 2243003

SEWER HOUSE CONNECTION TADLE

LOT | INV.ATR | MIN.C [SLOPE| LOT | INATR | MIN.C [ SLOPE
195 34166 | 24479 | 2% 243 | 34196 | 34436 | 2%
BASIC MODELS 2" x &' CAP 196 | 24206 | 34518 | 2k | 244 | 34205 | 34425 | 21 \ /
PLUS DECK & OPTIONS D 197 | 34146 | 34450 | 2+ | 245 | 34214 | 34519 | 2%
2K 2"x 6" RAILL 198 340.95 | 34448 | 2%
129 34136 | 34439 1
2D ©'x & FOST Z |~ 1" x 6" BOARD ¢ & 200 | sare | Baszr | 2%
. e N le &-0" MAX.(TYPY™ | 201 34100 | 34449 | 2%
— COPP 202 34085 | 34398 | 2%
— _g_g,_?. - CAP,TYP. v o
A ! I B I 1" x 6" EQEPACE CIC | 203 | 34076 | 34389 | 2%
1 0 MNoxer  exe ~! L J | 204 | 34081 | 34374 | 2%
¥ Y 760 of. 2 s POST ey b 205 34047 | 34360 | 2%
3 3 R . e 206 | 34031 | zap25 | 2%
§ | B 2% x 6" RAIL 7 b , 207 | 30962 | 34335 | 2%
@ A o ¢ 6* RALL o Ea 1" x 6" BOARD 200 54010 | paszs | 2%
OVERALL PROPERTY OUTLINE X F 2" x & CAP EPACE C/C 209 | 330991 4393 | 2%
N PECK 210 33989 | 234282 | 2%
Not to Scale NORTH 4 : ALL WOOD TO BE PRESSURE TREATED TO 211 33980 | 34003 | 2%
tﬂﬁ. '. 45 LBICF WITH FEDERALLY APPROVED WOOD 21 53954 | 3azey | 2%
> PRESERVATIVE, '
Jdg : 213 23891 | 34198 | 2%
A E
! ALTERNATE FENCE SECTIONS BACK TO zié 32045 | 34214 2%
UNIT TYPE ‘A’ N FRONT z
L . 217 34069 | Baz7O | 2%
Split Level 218 34075 | 3aBT5 | 2%
CONCRETE FOOTING TO BE DESIGNED OVERALL LENGTH VARIES (SEE SITE PLAN) oo | mioso | zmos o APPROVED: HOWARD COUNTY DEPT.OF PLANNING & ZONING
BY STRUCTURAL ENGINEER 220 34005 | 3anos | 2% ZZ ;
221 34114 34433 | 2% _ MLZQL
SITE ANALYSIS DATA CHART BOARD ON BOARD FENCE Now To ool 22 | onzs | owaas | CHIEF, DEVELOPMENT ENGINEERING. BIISION K DATE
225 34139 | 34440 | 2%
224 | m47 | masts | 2% &/00/9%
1. General Site Data GENERAL NOTES . ; L Gt 2o
: 225 B4120 | 34430 | 2%
a.  Present Zoning: RA-15 1. ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE CURRENT HOWARD 16. NO TRAFFIC STUDY IS REQUIRED FOR THIS PROJECT AS A MASTER STUDY WAS 26 | 34130 | 34432 | o2 <
b.  Applicable DPZ Flle References:F-95-158, WP_95-30, 5DP 95-88, 5P 95-01, 5P 95-09, 5P 98-03, COUNTY DESIGN MANUAL YOLUME IV, AND MARYLAND STATE HIGHWAY APPROVED FOR GATEWAY COMMERCE CENTER. 227 | 24140 | 34450 | 2% IRESTOR _%;é’
949M, F-93-47, WP_92-172, F-92-172, F-06-49,F-92-140, F 92136, WP 98-117, F-98-51 ADMINIGTRATION STANDARDS AND SPECIFICATIONS FOR CONSTRUCTION. 1
s . : 1 1 i : > r WHERE APPLICABLE, EXCEFT WHERE WAIVERS HAVE BEEN APPROVED. 17. THE BOUNDARY SHOWN HEREON 15 BASED ON PREVIOUSLY RECORDED PLATS 228 | 34150 | B4wB2 | 2%
c. Proposed Use of Site or Structure(s): Single Family Attached FOR THIS SUBDIVISION AND A BOUNDARY SURVEY BY CENTURY ENGINEERING, 220 BINGO | BALTO | 2%
2, EXISTING ZONING IS RA-6 PER 10N18/93 COMPREHENSIVE ZONING. .
5 \fe’\fmpossd de:tar a?:d 56%1: Syst:ms:% 5661- )[; Fudlie - 3. THE commcr[ : OR SHALL NOTIFY *MISS UTILITY® AT 1-800-257-7777 AT LEAST 48 iAo HNENDED P SUTOCHTR TR 8 VR AR T oo 250 | oMo | oad7R) -
e. ater and Sewer Contract Number: 24- . X ' - . 18. SWM QUALITY AND QUANTITY CONTROLS PROVIDED IN REGIONAL FACILITY PE " e
Unit Type Proposed: Single Family Attached HOURS PRIOR TO ANY EXCAVATION WORK BEING DONE. F-97-98 ) ) 224k | A0 2 Date ] No Revision Description
252 | 24250 | 34540 | 2%
Number of Building Lote Proposed: 51 4, THE CONTRACTOR SHALL NOTIFY THE DEPARTMENT OF PUBLIC
- 19. THERE ARE NO KNOWN CEMETERIES OR BURIAL GROUNDS ON THIS SITE.
Number of Garage Units: O WORKS/BUREAU OF ENGINEERING/CONSTRUCTION INSPECTION DIVISION AT 253 | B4298 | 34596 | 2% SNOWDEN RIDGE
Number of Single Family Attached: 51 (410) 3121880 AT LEAST FIVE (5) WORKING DAYS FRIOR TO THE START OF 20. ELECTRIC,GAS ,CABLE AND TELEPHONE LINES DESIGNED BY OTHERS. 284 | 24337 | 34627 | 2% SECTION 2, AREA 2
: WORK. 236 | 2ad04 | 247.02 | 2% LOTS 195 THRU 245 & O.S.LOTS 246 & 247
2. Area Tabulation 2. A NOISE STUDY WAS FREPARED FOR THIS PROFERTY BY MILLER HENNING ON NOV. - & SNOWDEN RIDGE, SECTION 2. AREA 1
y 5. CONTRACTOR SHALL VERIFY THE LOCATION OF ANY UTILITIES WHICH MAY BE 16, 1994, 250 | 24456 | 24746 2% O.S. PARCELS B-2 & B-3
. : IMPACTE THE WORK. "y
a ;’?I ::ur;b er of lots/ Parcele: 55 b oY 22. WAIVERS TO THE HOWARD COUNTY DESIGN MANUAL YOLUME lll FOR RIGHT-OF-WAY WIDTH 257 04506, 045060| 2% A RESUBDIVISION OF SNOWDEN RIDGE
uliaavie 6. THE CONTRACTOR SHALL TAKE ALL NECESSARY PRECAUTIONS TO PROTECT REDUCTION TO 40 FT.FOR SOLAR WALK AND FOR INTERSECTION SIGHT DISTANCE AT SOLAR 258 54522 | 34002 | 2h SECTION 2, AREA 1., PLAT# 13569
2 Open Space Lots THE EXISTING UTILITIES AND MAINTAIN UNINTERRUPTED SERVICES. ANY WALK AND MORNING WALK HAVE BEEN GRANTED, 239 341.64 24367 | 5% OWNER: DEVELOPER:
2 Open Space Parcele DAMAGE INCURRED DUE TO CONTRACTOR'S OPERATION SHALL BE REPAIRED 25, THE CONTRACTOR SHALL MAINTAIN TRAFFIC AT ALL TIMES 240 | Bae8 | 24097 | o - —
NTRACTOR'S EXPENSE. - . . ' HOWARD RESEARCH & H.M. GEORGE CONSTRUCTION LLC.
b. Total Area of ROW To Be Recorded: 0.692 Acree IMMEDIATELY AT THE CO Or'S NS 241 4176 24416 | 2% DEVELOPMENT CORP/GEAPE 1I, INC.  P.O. BOX 1272
G Total Area of Subdivision: 3.932 Acres 7. THE CONTRACTOR SHALL TEST PIT EXISTING UTILITIES AT LEAST FIVE (5) DAYS 24, UNLESS OTHERWISE NOTED,DIMENSIONS FROM THE CURB ARE MEASURED FROM FACE OF CURB. 242 BA1.B5 A4417 2% I:Oc;izmtgwmmimi‘; . ~ CDLUMMBM' o st
. b > LOCATION AND ELEVATION, THE CONTRACTOR SHALL NOTIFY THE ENGINEER
Open Space : 0.916 Acres (Non-Credited). IMMEDIATELY IF LOCATION OF UTILITIES 1S OTHER THAN SHOWN. 26, ALL OF THE ON-SITE SEWER HOUSE CONNECTIONS ARE 4 DIAMETER.
Recreational Open Space: 0.234 Acres B ANY DAMAGE CAUSED BY THE CONTRACTOR TO EXISTING PUBLIC RIGHT-OF-WAY,  27. RESIDENTS WITH COMMON PARKING AREAS MUST GROUP ITEMS AT GRASSY ISLAND nMW
25% or Greater Slopes: 0.06 Acres. EXISTING PAYING,EXISTING CURB AND GUTTER,EXISTING UTILITIES, ETC. SHALL (WITHIN ROADWAY) FOR COLLECTION.
Area of Disturbance: 3.01 Acres ; BE REPAIRED AT THE CONTRACTOR'S EXPENSE. 28, H.0,A RECORDED JANUARY 26,1999: CERTIFICATE OF INCORPORATION No.G98731,L.4595 F.616. 7 200 et PemesToomin Avontie A Team of Land Planners,
Total Area of Open Space Lote: 246,247 = 0.918 Acres 9. TOPOGRAPHY I8 TAKEN FROM FIELD RUN SURVEY WITH TWO-FOOT CONTOUR 2 ) 0/4’1" Towson, Maryland 21286 Landscape Architects,
INTERVALS BY KCIAND FIELD VERIFIED BY DAFT-MCCUNE-WALKER,INC.IN 1997 29, NO CLEARING, GRADING OR CONSTRUCTION 1S5 PERMITTED WITHIN THE WETLAND BUFFERS BDat (410) 296-3333 Engineers, Surveyors &
3. Open Space Data: TOTAL TOTAL s e . OR FOREST CONSERVATION AREAS, e Fax 3964705 Environmental Professionals
SNOWDEN RIDGE: 21 2i2 REQUIRED PROVIDED 10, ;g;gmm 16 LOCATED WITHIN THE HOWARD COUNTY METROPOLITAN 30. PER SECTION 128.A1b OF THE ZONING REGULATIONS, BAY WINDOWS, CHIMNEYS, AND AREAWAYS, S N RIDGE SECTONAREA \GPRRCH. #
A. Total Acreage of Site: 8133 AC. %5085 AC. 11366 AC. ' NOT MORE THAN 16'IN WIDTH MAY PROJECT UP TO 4' INTO ANY REQUIRED SETBACK AREA, OPEN G, AR L e L L =
B. Open Space onh Site: (Credited): 3059 AC 0.0 2842 AC 3069 AC . PUBLIC WATER & SEWER IS5 PER CONTRACT NO.IS 24-3661-D. OR ENCLOSED PORCHES OR DECKS MAY NOT PROJECT MORE THEN 10°INTO THE FRONT OR REAR e OF MARy, 3e3s | sam Racas| a2 e 5067.03
" : : ’ : . . . : . SETBACK AREA OR PROJECT BOUNDARY SETBACK. N\ % IR T
C. % of Open Space per Gross Acreage: 27% 12. ALL OPEN SPACE TO BE GRANTED TO COLUMBIA ASSOCIATION OR HOA E06 4900000
D. Recreational Open Space: 0504 AC. 0.0 0.49¢ AC, 0504 AC. 15, HORIZONTAL DATUM: NAD 83/  VERTICAL DATUM: NGVD 29 TITLE
4. Parking Space Data 14, SEE COUNTY FLLE NOB:SP 98-03,F-95-138,WP 95-50,5DP 95-86,5P 95-01,5P COVER SHEET
Number of Farking Spaces Reguired: 102 95-09, 2B 949M,F-93-47,WP 92-172,F-92-140,F 92-156,WF 98-17,F-98-B1,F 96-49.
Number of Parking Spaces Existing: 123 15. THERE ARE NO WETLANDS,FLOODPLAING OR STREAMS ON THIS SITE PER :
Number of Parking Spaces Proposed Within Driveways and Garages: O PLATS 11958 AND 11950. DesBy «csc Scale AS SHOWN | Proj. No. 95118D2
Total Number of Parking Spaces Proposed: 123
g P P Dm By csc Date 3.31.99
Professional Engr. No. /sgs? Chk By mMm Approved 1T OF 5
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Y o | o .
= > €/ (0/%%
o5 -‘% CHIEF, DIVISION OF LAND DEVELOPMENT / DATE
"——-—_
%0 R DATE
K Date No. Revision Description
SECTION 2, AREA 2
LOTS 195 THRU 245 & O.5.LOTS 246 & 247
& SNOWDEN RIDGE, SECTION 2, AREA 1
. 0O.S. PARCELS B2 & B-3,
! A RESUBDIVISION OF SNOWDEN RIDGE
SECTION 2 AREA 1, PLAT# 13569.
OWNER: DEVELOPER:
HOWARLD RESEARCH & H.2. GEORGE COMSTRUCTION LELC.
DEVELOPMERNMT CORPASEAPE 1, IMNC. P.O. BOX 1272
10275 LITTLE PATUXEMNT PARKWAY COLUMBIA, MARYLAND 21044
COLUMBIA, MARYLAMD 21044 (410 2700477
/ ' {410) 992—6000
— IDMVIAY
N 37716'53" E 149,07
Daft-McCune - Walker, Inc.
200 East Pennsyluania Avenue A Teamn of Land Planners,
@ Towson, Maryland 21286 Landscape Architects,
(410) 296-3333 Engincers, Surveyors &
%g Fax 2564705 Environmental Professionals
(3@1 SUBDRVISION NAME SECTIONAREA TFERE #
- SMNOWDEM RIDGE SECTIOMN 2, AREA 2 195 — 245
r:\ PATE OA UF BLOCK # JZONE  |TAWZONE WAP FLECT, DISTRICY CENSUS TRALT
. = ] 13639 5&1 ~15 42 8TH &£067.03
S 37763 W %0510 - . . WATER CODE SEWER CODE
- EQ6 4900000

NORTH

"™ SITE DEVELOPMENT

PLAN
Des By csc, s Scale 17=30’ Proj. No. 95118D2
Drn By CSC Date 3.31.99
Chk By LS Approved 2 0F 5
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EX. 20' DRAINAGE 8. —- 1
UTILITY EASEMENT

SCHEDULE A PERIMETER LANDSCAPE EDGE

CATEGORY

TABULATIONS

LANDSCAFE TYPE

8. F.A. ADJACENT TO ROADWAYS

SIDE YARD TO STREET
LANDSCAFE EDGE TYPE 'C

Q0'LF./ 40 = Z SHADE TREES
SO'LF./ 20 = 5 EVERGREENS

/ ) PERIMETER PROPERTIES 1218'LF./ 60 = 20 SHADE TREES
S | LANDSCAPE EDGE TYPE A’
//
/ CREDIT FOR EXISTING YEGETATION
/ (YES, NO,LINEAR FEET) N/A
e{\ y (DESCRIBE BELOW IF NEEDED)
.
_ __ | U”é’j%ﬁj - NUMBER OF PLANTS REQUIRED:
S\ D , e - _ B g _ | - | gy SHADE TREES 22 SHADE TREES
S NSE.R"”‘“ . 4 Rl W +e8 ' ; . 1 o EVERGREEN TREES 5 EVERGREEN TREES
SHRUBS O SHRUBS

NUMBER OF PLANTS PROVIDED:
] SHADE TREES

. EVERGREEN TREES
OTHER TREES (211 SUB)
SHRUBS (10:1 SUB.)

22 SHADE TREES
5 EVERGREEN TREES

Godzavd N

SCHEDULE B
PARKING LOT INTERNAL LANDSCAPING

.gg-ggv M "

NUMBER OF PARKING SPACES 123

NUMBER OF TREES REQUIRED @ 1/10 PKG.SPACES 12

NUMBER OF TREES FROVIDED
SHADE TREES i2
. OTHER TREES (2 :1 SUBSTITUTION}

NOTE: THE PARKING LOT INTERNAL LANDSCAFING REGQUIREMENTS
HAYE BEEN FULFILLED PER F 98-5i.

SCHEDULE C - RESIDENTIAL DEVELOPMENT
INTERNAL LANDSCAFING

NUMBER OF DWELLING UNITS 51
NUMBER OF TREES REQUIRED 5t
(DU SFA /13 DU APTS)
) NUMBER OF TREES PROVIDED 51
- SHADE TREES
5 K OTHER TREES (2:1 SUBSTITUTION)
2 FA
3PS
4 CK
7 PA
!
B
&5
5
-3
L=
=
2 s
2

APPROVED: HOWARD COUNTY DEPT. OF PLANNING & ZONING

- CHIEé, DEVELO%M;ENT ENGINEERING DIVISION AN DATI

N 37°16'523" £ 1g.07 ) é a ?
CHIEF, DIVISION OF LAND DEVELOPMENT DATE
®
2% ¢
b DAT
S 371653 W 39510 il .. -
Date No. Revisien Description
PLANTING NOTES PLANT LIST SNOWDEN RIDGE
- PO NOT CUT MAIN LEADER BLACK RUBSER HOSES 1. All PIanﬂng shall be done in accordance with Co[umbia’ H.E.D. PBMIHQ 5pgc|-ﬁcaﬁon5_ QTY. SYM BOTAN]CAL NAMHCOMMON NAME SIZE REMARK@ LO"I;S ;?\Jsowgé_}r\l 2;[?:)§E gé%ﬁg-;s 342R§&A 2147
BLACK RUBBER HOSES 2. Finai location of plant material may vary per finalfield conditions, SHADE TREES .5 PARCELS 'B-:Z & B3 ’
2 STRANDS GALYANIZED WIRE, . -98-51, . . .S. ;
2 STRANDS GALY WIRE. TWISTED TWISTED UNTIL TAUT i i;i:i?t ﬁ;wﬁﬁaﬁgemigwxz Aifr; tfrfi:: A6 20 AR %?}L fubamv%%obﬁr G!Iory 21/?2 1 2 H(%AL. FU?_L&H EBAD A RESUBDIVISICN OF SNOWDEN RIDGE
UNTIL TAUT, SEE SPECS . . er Glol aple g . )
5. No substitutions shall be made without consent of the Landscape Architect or Ownmer. , , . SECTION 2 AREA 1., PLAT# 13568
. - , 19 PA Plantanus X Acerifolia 'BloodGood 2% - 3" CAL B &B OWNER: DEVELOPER:
) a‘”fagﬂtgi G”-"S?T‘ESSD 5?12225} 0 ©.  Landecape Contractor to verify location of all utilities prior to planting. BloodGood London Plane 214" HT. FULL HEAD ; :
- g 1 iRt BEARING AS NEEDED 7. This plan has been prepared Ih accordance with the provislons of eection 16,124 of o 76 Zelkova Serrata Viliage Green 21" - 3 CAL P HOWARD RESEARCH & H.M. GEORGE CONSTRUCTION LLC.
oy > . the Howard County Code & the Landscape Manualfollowing the alternative compliance Vilaae Gresn Zelkova AGMT DEVELOPMENT CORPAGEAPE 11, INC.  P.O. BOX 1272
L * THREE 2' SGUARE HARDWOOD Y p P ¢ 12:44" HT. FULL HEAD HO27S5 LITTLE PATLIXENT PARKWAY COLUMBIA, MARYLAND 21044
g W 20 - B MULCH STAKES, MIN &' LONG* PLACE method. Financial Surety for the required landscape trees in the amount of $22,650.00. oL UMBIA. MARYLAND 21044 10y 270-0d7
< | EXTEND, STAKES 0 FIRN i 5 / | FLOWERING / EVERGREEN TREES ’
wli VERTICAL DRAIN PIPE® 4 PERE, ] EXTEI}ISG SI\QKENSEEB% DFiRM must be posted ae part of the grading permit. {75 shade trees, D svergreenfornamental} (410) 9926000
= RIDGI? FvC SAN.PIPE. 2 PER HOLE. o PEAR 8. The owner, tenant, and/or their agente shall be responslble for maintenance of the '
) WRAP WITH FILTER FABRIC £ . 35 CK Cornus kousa &' - 10' HT. B &B
3_2% H SET 2 ABOVE MULCH. Z required landecaping, including both plant materiale and berms, fencee and walls. Kousa Degwood
o ‘;5 B £ All plant material shall be maintained in good growing condition, and when neceesary, 24 10 llex opaca & - 8 HT. B a&B
= ~ ' 2.2 ;l*;f SAUCER AROUND 5 3 MuLCH replaced with new materiais to ensure continued compliance with applicable regulatlons. Amesrican Holly {ONE MALE) Daft-MeCune Walker, fne.
5 ?; ;ér g?uczg ARCUND Alt other required landscaping shall be permanently maintained in good condition, and when 15 MS Magnolia stellata 8 - 10' HT. B A& B 5” /qq 200 East Pennsyivania Avenue A Team of Land Planners,
H b 2L FINISHED GRADE = FINISH GRADE necessary, repaired or replaced. Star Magnolia MULTISTEMMED } ggag)s;gbﬁ_g%%and 21286 Em‘?gu%%
‘} lﬂl: e 9 N B 'ﬁ? _mll_,_e.— ] &7 PS mfs ?,t_robue & - 8'HT. UNgH%AEED DATE Fax 2964705 Envirenmensal Profesgionale
e e b —— BACKFLL MiX (SEE SPECS) 9. DEVELOPER'S/BUILDER'S CERTIFICATE te Pine .
RN == BACKFILL MiX (SEE SPECS} SUBONISH) HANGE SECTIDNAREA TOVPRACEL #
3: f!% s .E’ﬁ % 3 V| &N CUT AND REMOYE BURLAP AND/ 5 22 FT Slnus thmg?[er laP & - B'HT. e &b SNOWDEN RIDGE SECTION 2, AREA 2 195 _ 245
NE 3 5 = CUT AND REMOVE BURLAP AND/ ; ' ‘ s apanese Black Pine e T AT A (T
o =l m iE E gzswggeﬂg&sgi EROM Tor 2 OR WIRE DAGKET FROM TOP 113 IWe certify that the landecaping shown on this plan wilibe done according to the plan, P ' ’ e HHT:3EU’R31;F mg:é:;: ;?:1515 TMMTZE_ TECT ms:_::rH CENSUS TRACT coeron
|— Im =i el e =i OF ROOT BALL section 16124 of the Howard County Code and the Howard County Landecape Manusl, 23 FSR ?::g‘nuzi neeg;g:‘ata Kwanzan &' - 10'HT. B &B T . TR
*' _f_p"g === R o Dok TO & SCARIY SUBSOLTO & IWe further certify that upon completion, a certification of landscape installation, v EG6 4900000
%’ﬂ I ‘__”giu_” ? T:ﬁé GET EVERGREEN TREES 2¥ Hi w« | accompanied by an executed one year guarantee of plant materials, will be submitted to TITLE
= R = . v :
= SlbRL= THAN GROWN IN NURSERY TQ &= = D R o o thg department of planning and zoning.

ALLOW FOR SETTLING

e R LANDSCAPE PLAN
&
EVERGREEN TREE PLANTING TREE PLANTING 2%" - 3" CALIPER s/ /8,/ 79 o Des By CsC Scale 17 =30’ Proj. No. 95118D2
T T SCALE ROT 70 SCALE pATE THemAs H- é@”&ﬂ 268 | ImBy  csc Date  3.31.99
NORTH LANDSCAPE ARCHITECT # | Chk By AS Approved 30F5

THy May 6 16:98:35 1995  G5EBdONISNEYE jo2 SDFP #F 98-60




REVIEWED FOR HOWARD S.C.D.AND MEETS TECHNICAL REQUIREMENTS DEVELOPER'S CERTIFICATION:
"WE CERTIFY THAT ALL DEVELOPMENT AND CONSTRUCTION WILL BE DONE ACCORDING
TO THIS PLAN, AND THAT ANY RESPONSIBLE PERSONNEL INVOLVED IN THE CONSTRUCTION
PROJECT WILL HAVE A CERTIFICATE OF ATTENDANGE AT A DEPARTMENT OF THE ENVIRONMENT
APPROVED TRAINING PROGRAM FOR THE CONTROL OF SEDIMENT AND EROSION BEFORE BEGINNING
%@Lﬁﬁf THE PROJECT. [ ALSO_AUJHORIZE PERIODIC ON-SITE INSPECTION BY THE HOWARD SOIL
THis DEVELDAEMENT PLAN 15 APV sier sonL erosion anp
THE HOWRD SOIL CONSERVATION DISTRICT. =y 5 /‘ -
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21.0 STANDARD AND SPECIFICATIONS
FOR
TOPSOIL

DEFINITION

Placement of topsoll over & prepared subsoll prior 1o establishment of permanent
vegetation.

PURPOSE

To provide a euitable soll medium for vegetative growth, Bolls of concern have
low molsture content, low nutrient levels, low pH, materiale toxlc Yo plants,
andfor unacceptable eoli gradation.

CONDITIONS WHERE PRACTICE AFPLIES

). Thls practice ie Himited to areas having 2: or flatter slopes whero:

a. The texture of the exposed subsoll/parent materialie not adequate to
produce vegetative growth.

b. The soll materiatis 6o shallow that the rooting zone lg not desp encugh
to support plante or furnieh continuing suppliee of moisture and plant
hutriente.

¢ The original eoll to be vegetated containg material toxic to plant growth,

4. The sollie so acidic that treatment with limestone ls not faastble,

I, For the purpose of these Standarde and Speclfications, areas having slopes
stesper than 2:1 require epeclal coneideration and design for adequate

stabliization. Areas having slopes stesper than 2:] shall have the apprepriate
stabllization shown on the plane.

CONSTRUCTION AND MATERIAL SPECIFICATIONS

1. Topeoll ealvages from the existing clte may be used provided that is meele
the etandards ae eet forth in these specifications. Typically, the depth of
topsoll to be salvaged for a given soll type can be found In The representative
soll profile section in the Soil Survey published by USDA-SCS n cooperation
with Maryland Agricultural Expsrimentat Station,

Il Topsoll Specifications - Sollto bs used a6 topsoll muet meet the following:

. Topsoll ehali be a loam, sandy loam, clay loam, 6iit loam, sandy clay
toam, loamy eand., Other eofle may be used If recommended by an
agronomiet or soll sclentist and approved by the appropriate
appropriate approval authority, Regardless, topeoi] shall not be a
mixture of contrasting textursd subselle and ehall contain lses than 5%
by voiume of clnders, stones, elag, coarse fragments, gravel, sticks, roots,
trash, or other materials larasr than 1-4/2%s in dlameter,

fi. Topeolimust be free of plante or plant parte such ae bermuda graes,
quackerass, Johnsongraes, nuteedge, polson lvy, thistie, or sthers ae
epecifiad,

iil. Where the eubsollls either highly acidic or compoeed of heavy clays,
ground limestone shall be epread at the rate of 4-8 tonslacrs (200-400
pounde per 1,000 square fest) prior to the placement of topsoil, Lime
shail be digtributed uniformly over deslghated areas and worked Inte
the eoll in conjunction with tlllage operations as described int the
followlng procedures.

I, For sltes having disturbed areas under 5 acres:

I.  On sl meeting Topsoll epecifications, obtaln test resulte dictating
fortilizer and litme amendments required to bring the sollinto
compliance with the foliowing:

a. pH for topeoli shali be between 6.0 and 7.5. If the tested soll
demonstrates a pH of less than 6.0, sufficient lims shall be
presoribed to raiss the pH to 8.5 or higher.

b, Organic content of topsoll shall be not less than 15 percent by
welght.

¢. Topsoll having soluble ealt content greater than 500 parte per
milllon ehall not be used.

4, Mo sed or seed shalibe placed on soll which has been treated with
goil sterllants or chemicals used for weed contro!until sufficlens
vime has elapsed (14 days min.) to permit disslpation of phyte-toxic
matariale,

Nete: Topsoll eubstitutes or amendments, a6 recommended by & quaiified
agronomiet or sofi eslentist and approved by the appropriats approval
authority, may be used in lleu of natural topsoll,

I Place topeoll (if required} and apply soll amendments ss specified In 20.0
Yeaetative Stabllization - Section |- Yegotative Stabiiization Methode
and Materials.

Y. Tepeoll Application

. When topeolling, maintain needed eroslon and eediment control
practices such as diversions, Grade Stabllization Strustures, Earth Dikes,
Slope Siit Fence and Sediment Trape and Baslne.

i. Grades on the areae to be topsolied, which havs besn previouely
establiched, shall be maintained, albsit 4%s - BY%g  higher in slevation,

iit. Topsolishall be uniformly distributed In a 4%e - 8% layer and lghtly
compacted to a minlmum thickness of 4%e. Spreading shall be
performed In such a manner that eodding or eeeding can proceed with a
minimum  of additional soli preparation and tiitage. Any Irregularities
in the surface resuiting from topeoliling or other opsrations shall bs
¢orrected in order to prevent the formation of depressions or water
pockets,

tv. Topsoil ehall not be placed while the topsoll or subsolile In a frozen or
muddy condition, when the subsolils sxceesively wet or In a condltion
that may othsrwles be detrimental to proper grading and ceedbed
preparation,
¥, ARernative for Permanent Sesding - inetead of applylng the full amounts of
ltme and commercial fertilizer, composted sludge and amendments may be
applied as speotfied below:

L. Compoeted Sludge Materialfor use as & eoil conditloner for sites having
disturbed areas over 5 acres shall be tested to prescribs amendments and
for 6ites having dlsturbed areas under B acres shall conform to the
following requiremente:

8, Composted siudge shall be supplied by, or orlainate from, a parson
or pereone that are permitted (at the time of acquisition of the
compost) by the Maryland Department of the Environment under
COMAR 26.04.06.

b. Composted sludge shall ontaln at least | percent nitrogen, 1.5
percent phosphorus, and 0.2 percent potaselum and have & Ph of
7.0 to 8.0. If compost dose not meet theée roquirements, the
appropriate conetituents must bs added to meet the requiremente
prior to use.

6. Composted sludge shallbe applied at a rate of 1 ton/\, OO0 square
feot,

v. Composted sludge shall bz amended with a potasslum fertilizer applled
at a rate of 4 |b/L,000 equare feet, and 115 the normal ime appllcation
rate.

Refersnces: Guldelines Specifications, Soll Preparation and Sodding. MD-VA,
Pub, #1, Cooperative Extenelon Service, Unlversity of Maryland and Virginia
Polyvechnlc Institutes, Revised 1973,

1

6‘

1.

A minimum of 48 houre notice must be glvent to the Howard
County Department of Inspectiotte, liconses and FPermite, Sediment
Control Division prior to the start of any construction (313-1855).

Allvegstative and etructural practices are to be installed according
to the provisions of this plan and are to be In conformance with
the "t Maryland Standards and Specifications for Soil Erosion
and Sediment Control’ and revieions thersto,

Following Inttial soll dieturbance or redisturbarce, permanent or
tetmporary etabliization ehall bs completed within:

A, Seven calendar days for all parimetor sediment control
structuros, dikes, perimeter slopss and all slopes
steoper than 3,

B. Fourteen days as to all other disturbed or graded

arose oM the project eita.

All sadiment. traps/basing shown must be fenced and warning
slgns &fﬁ@d around thelr perimeter in accordance with
Vol.1, Chapter 7, of the “Howard County Design Manual’
storm dralnage.

All disturbsd aroas muet be stabilized within the time

period abovs In sccordance with the 894 Maryland
Standards and Specifications for Soll Erosion and Sediment
Control” for permanent ooodlngo.eod.mﬁmm soading,

and mulching (section G). Temporary stabillzation with mulch
alona shall only ks done when recommoended soading dates do
not allow for proper germination and establishment of grassoe.

All sedimont. control structures are to remaln In place and

are to be maintained In operative condition until

narm[solon for their removal has been obtained from the
oward County Sediment Control Inepector.

Site Analysie:
Total area of site BO9D2 acres
Araa dleturbed 3.0 acroe
Arsa to be roofed or paved 11 acroe
Aren to bs vagetatively etabiltzad 1.90 acros
Total cut 3830 cublc yarde
Totat fill 1525 cubic yards

Off-site wasta/borrow arsa location waste = n/a

Aty sediment control practico which le disturbad by grading
acﬁdtyf«ofphmafuﬂlm must be repairsd on the
eame day of disturbance.

Additional eediment controle must be provided, if deemed
Hecessary by ths Howard County DPW Sediment Control Inspector,

On all eites with dlsturbsd areae in axcees of 2 acree, approval
of the Inspaction agency ehall be requested upon complstion of
installation of perimeter srosion and gediment controls, but before

roceeding with any other sarth dieturbance or grading. Other
fiding or grading inspection approvals may not be suthorized untll
this inttial approval by the inspection agency Is made,

Trenches for the construction of utliities le limited to thres plro lengthe
or that which shall be back-fillsd and stabilized within ons working day,
whichever i shorter,

SEDIMENT CONTROL GENERAL NOTES

PERMANENT SEEDING NOTES

czpty to graded or cleared areas not subject to immediate further disturbance
& permarent long-lived vegetative cover is needed,

Sesdbed preparation: Loosen upper three inches of eoll by raking, dieking or other
acceptable moans bofore sseding, If not previously loceenad.

Soll amendmente: In leu of soll test recommendations, use one of the following
Schadules:

1. Preforred - Apply 2 tone per acres Dolomitic Limeetons (92 [be/I000 eq, ft.) and
1000 Ibs, par acre 10-10-10 fertlizer (14 1181000 6q,1%,) before seading. Harrow or

US, DEFARTMENT OF AGRICATUNE
BOR. CONBERVATION SERVICE

¥ MOUNTABLE
n / { DERM (SEE DETAL)
B0’ MINIMUM VA
| R m’l
. 26° MINMUM LENGTH FENGE POST, o
o 10' MAXIMUM  CENTER TO DRVEN. A MINMUM. OF 16 INTO N | R — EXI!%IL[NG PAVEMEN
% - %7 GTONE GROUND ** GEOTEXTILE CLASS C' PIPE AS NECESSARY
T o e S
p 16" MINIMUM HEIGHT OF EXISTING GROUND STRUCTURE
GEOTEXTILE CLASS F
) PROFILE
GEOTEXTILE CLAG6 E —— ] P 8" MINIMUM DEPTH IN
GROUND
B0 MINIMUM

L *Whare double staked LENGTH —I"
T A gi}[mnce le called for S 10 MIN
e T o centsr to :

A S N _? FLOW FLOW centerr:t}::tl[appw.r
36" MINIMUM FENCE
ok _PERGPECTIVE VIEW POST LENGTH o] ? EneTNG
PLAN/CUT AWAY VIEW FILTER : R 107 MINIMUM PAVEMENT
CLOTH — | FENCE POST SECTION =3t
MINIMUM 20° ABOVE
FLOW GROUND &
, UNDISTURBED :

GROUND PLAN VIEW 53 107 MIN.

EMBED GECTEXTILE CLASS F d

TOP VIEW A MINIMUM OF 8° VERTICALLY L FENCE POST DRIVEN A
& o & % - 1he” STONE — INTO THE GROUND MINIMUM  OF 18° INTO
""I ?0575\ & THE GROUND
-
. . Conetruction Specification
z @ SECTION B CROSS SECTION
L wner orame KQECT'ION A J 4 STAPLE 1. Length - minimum of 5O (*30" for single residence lot).
sTAPLE P 2. Width - 10 minimum, should be fiared at the exeting road $o provide a turning

GEOTEXTILE CLABS E
WIRE TIES
& OVERLAF

=

STANCARD SYWMEOL CrROSS SECTION
r—Dﬂ MAX, DRAINAGE AREA = % ACRE
b d
Conetruction Specifications

LU grete and wrap with Geotextlie Caws £ to completely aover all openings,
thot et grate back it place.

2 Placo %' to Th' stons, 4°-0 thick on the grate to seours the fabris and

MAKYLAND DEFARTMENT OF ENYIRONMENT
WATER MANAGEMENT ADMINIBTRATION

AT GRADE INLET PROTECTION NOT TO SCALE SILT FENCE
NOTE: FENCE POST SPACING
SHALL NOT EXCEED 1 MAIMUM
CENTER TO CENTER s .
l:o:’1‘0‘o’o’ S 5505555 | L
2 :’.: "*:::::::: BS* MINIMUM
gAY, R SO0
GROUND Sl IR,
SURFACE /\ ——t
oW /\ 56* MINIMUM
FLOW
2%" DIAMETER \|
oi&;.uwuw Cham L
WITH 1 LAYER OF L— 8" MINIMUM
roeTS FILTER CLOTH

diek Into upper three inches of ecll, At time of seading, apply 400 ibs. per acre
30-0-0 Ureaform Fortllizer (9 1beJIOOO sq.ft.)
2 ble - Apply 2 tons per acre Dolomitic Limestone (92 1b8/1000 sq.ft.) and

1000 [bs, per acre 10-10-10 fertilizer (25 [bs.NO0Osa.ft.) bofore seading. Harrow or
disk Into t?;;er three inchee of soll.

Soeding - For the pericds March 1 thru April 30, and August 1 thru October 15, sead
with 60 ibs. per acre (14 Ibe. ft.) of Kentucky 31 tall feecue, For ths

May 1 thru July 31 seed with 60 Ibs. 31 tall fescue per acre and 2 bs, per
acre (.05 | .Ft.) of woeping lovegrass, During the period of October 16 thru
February 28, protect site by:Option (1) - 2 tons per acre of well anchored straw
mulch and seed e soon as il I the epring. Option (2} - Use sod. Option (D) -
sead mh 80 bsJacre Kentucky 31 tall fescue and mulch with 2 tons/acre well
anchorsd straw,

Mulching - Apply +1/2 %o 2 tone per acre (7O - 90 1be./1000eqft.) of unrotted
small grain etraw immediately aftor ssoding. Anchor muich immediately after

applications using mulch anchoring toolor 218 galions acre W.ft.
agpomuloﬁled a nehalt on flat areas. On siopee eg footpg hlgharfioeﬂm gal e)
per acre (& gal ft.) for anchoring,

Maintenance - Inspect all seeding areas and make nooded ropairs, replacemente
and resesding.

TEMFORARY SEEDING NOTES

Apply to graded or cleared areas likely to be redisturbad where a short-term
vogotative cover |& needed.

Sesdbad preparation - Loosen upper three inchee of eoll by raking, disking or other
acceptable meane bsfore eeeding, if not pravicusly loosenad.

Soll amendments - Apply 800 Ibs. per acre 10-10410 fertilizer (14 1be./1000sq.11.)

Seeding - For the periods March 1thru April 30, and August 15 thru October 15, seed with

CHAIN LINK. FENGING

\Fuexcwm

EMPDED FILTER CLOTH 2°
WINIAUM  INTO GROUND

FLOW B MINIMUM

- 16" MIN.T8T LAYER OF
FILTER CLOTH *

* F MULTIFLE LAYERS ARE
REQHRED TO ATTAN 42*

1.Foncing shall be 42 inches in holght and conetructed In accordance with the
Istost Maryiand State Highway (SHA) Detalls for Chain Link Fencing. The epecification
for a & fonce shallbo used, subetituting 42" fabric and & length posts.

2.The poste do not need to be set in concrete,

B.Chain link fence shallbe fastonad eocurely to the fence poste with wire tiss or staples,
The lower tension wirs, brace and truss rods, drive anchors and cApS ars hot
roquirsd sxcopt oh the ends of the fonce. The chain [ink fencing shall be elx (G} guage or heavier.

4, Fiiter cioth shallbe fastenad securely to the chain link fence with tloe epaced
ovory 24° at. the top and mli section.

5. Fliter cloth shallbe embeddad a minimum of B* into the ground.

&.When two sections of fiiter cloth adjoin sach other, thay shail be overlapped
by &" and folded.

2-1/2 bushel psr acre of annualrye (3.2 (be/1000sq.ft.). For the period May 1 thru n
Aagust 14, sead with B Ibe, per wore of weeping lovegrase (07 Ibe #8.). For the N e pertormed mm‘wz”fwm;?“ when “buigoe
period November 16 thru February 28, protect site by applying 2 tons per acrs of P fonce,

well anchored etraw mulch and seod as soon as poselble In the epring, or use eod.

Mulching - Apply -2 t0 2 tone per acre (7O - 90 1bs./1000sq.ft.) of unrotted weed
free small grain straw Immadiately after sseding, Anchor muich immedlately after

application using mulch anchoring toolor 218 aal.per acre (5 galIO0O eaft) of
arl:'l];lstﬁod npmw on fiat areas. On slopes 86.1'1:.": higher. Uso 348 ga:qper )aora
(8 ¢alHOOC sq.ft.) for anchoring.

Refer to the 1994 Maryland Standards and Specificatione for Soil Erosion and
Sadiment Control for addibional rates and methods not covered.

PERMANENT SEEDING NOTES

MARYLAND DEPARTMENT OF ENVIRONMENT

H-96-38 WATER MANAGEMENT ADWMINIGTRATION

SUPER SILT FENCE NOT TO SCALE

JOINING TWO ADJACENT SILT

FENCE SECTIONS

Construction Specifications

1.Fence poete ehalibe a minimum of 56" long driven 18" minimum into the
ground. Wood poste shall be 11/2° x 11727 squars (minimum} out, or 1 5/4° diametor

{minimum) round and shall be of sound quality hardwood, Steel

will be

standard T or U eaction weighting not less than 100 pond per linsar foot.

2. Geotoxtile shall be factened secursly to each fence

with wire ties

or staples st top and mid-section and ehall meet the following requirements

for Gootextite Clase F;

Tenello Strength B0 Ibsfin (min) Tost: MSMT 509
Tenells Modulus 20 lbs/in (min.) Test: MSMT 509
Flow Rate 0.3 gal ft/minute (mmx) Test:MSTM B22

Filbering Effidlency  75% (min,)

Toot: MSMT 322

B.Where ends of geotextile fabric come together, they shall be overlapped,
folded and stapled to prevent sadiment bypase.

4.Slit Fence shall be nspscted after sach rainfall event and mairtained when
bulges occur or whan eediment saccumulstion reachad BO% of the fabric helght.

U8, DEFARTMENT OF AGRICULTURE
BOL CONSERVATION OERYICE

E-®

MAX, PRAINAGE AREA = %

LS, DEFARTMENT OF AGRICIATURE
SO CONBERYATION SERYICE

CURB INLET PROTECTION (COG OR COS INLETS)

radius,

3. Geotextile fabric Claes C (filter cloth) shall be placed over the mdsting
prior to placing stone. *“The plan spproval authority may not requirs éingle famlly

residences to use geotextlls,

4, Stone - crushad

{2* to 3"} or raclaimed or recycled corncrote

ground

squivalont ehall bo placed at leaet &' doep over tho length and width of the

entrance,

B, Surface Water - all surface water fiowing to or diverted toward construction
entrances ehallbe piped through the entrance, malntalning positive drainage. Pips
netallad through the etabilized construction sntrance shall b

mountable borm with 5 s

to be sized according to the dralnags. When the SCE is located at a high

with a

and a minimum of &° of stons over the pipe. Pipe has

and

has no draliage to cotwey a pips willnot be noceesary. Plps should be sizad
according to the amount of runoff to be conveyed. A 8" minimum will be required,

G, Location - A stabillzed construction entrance shallbe located at every
whora construction traffic enters or laaves a construction eite. Yehicles leaving
the site muet travel over the entire length of the stablizad construction entrance.

MARYLAND DEFARTMENT OF ENVIRONMENT B, DEFARTMENT OF AGRICULTURE

-5 WATER MANASEMENT ADMINIOTRATION

NOT TO SCALE

2 MINIMUM  LENGTH

&' MAXIMUM  SFACING
OF 2' X 4" SPACERS

2" X 4 WER el
%1% STONE e
FILTER CLOTH
2 X 4" SPACER
STANDAND S'MB0L
= Y% ACRE I :m ar
ACFE
Construction Specifications

1. Attach a continuous Placo of ® Xib® wire moeeh (30° minimum width by throat length
plus 47) to the 2" x 4" weir (imeasuring throat length plus 27) as shown on ths standard

drawing.

2.Placa a continuous plece of Gootextlle Clase E the same dimensions as the wirs
mesh over the wire mesh and securely attach it to the 2' x 4° weir.

3. Socuraly nafl the 2' X 4° weir to a 9° long vertical spacer to be located botween
the wolr and the inlst face (max. 4’ apart).

4.Place the aseembly againet the inlet throat and nall (miimum 2'lengthe of
2" x 4* $o the top of the weir at spacer locations). Those 2' x 4° anchors shail
axtond acroes the inlet: top and be held in place by sandbags or alternate weight,

5.The assombly shalt be placed ec that the end spacers are a minimum 1 beyond
both ende of the throat opening,

&.Form the k" x %" wire meeh and the gectextile fabric to the concrete gutter and
against the face of the curb on both sides of the Inlet. Place clean %' x 1%*
stons over the wire mesh and gectextile In such a manner to provent water from
antering the Inlet under or around the gectextile.

7.This type of protection muet be Inspected fraquently and the filter cloth
and stone replaced when ciogged with sediment.

8. Assure that storm flow does not bypass the Inlet by inetalling a temporary
earth or asphalt dike to direct the flow to the Inlet.

MARYLANG DEPAKTMENT OF ENVILONMENT
WATER MANAGEMENT ADMVINIETRATION

E--05

NOT TO SCALE

BOIL CONSERYATION SERVKE

F-17-8

STABILIZED CONSTRUCTION ENTRANCE

polnt:

MARYLAND DEFARTMENT F ENVIRONMENT
WATER MANAGEMENT ADMINISTRATION

NOT TO SCALE

APPROVED:

OR

HOWARD COUNTY DEPT. OF PLANNING & ZONING

©[2{9%

CHIEF, DlViS!% OF LAND DEVELOPMENT

CHIEF, DEVELOPMENT ENGINEERING DIVISION ’

DATE

TL./4&

DATE

Date

No

Revision Deseription

(A1G3

SNOW

DEN RIDGE

SECTION 2, AREA 2

LOTS 195 THRU 245 & O.S5. LOTS 246 & 247

& SNOWDEN RIDGE, SECITON 2, AREA 1

0.5, PARCELS B-2 & B-3

A RESUBDIVISION OF SNOWDEN RIDGE
SECTION 2, AREA 2., PLATH 13569.

DEVELOPER:

OWNER:

992—6000

HOWARLD RESEARCH & H.M. GEQORGE CONSTRUCTION LLC.
DEVELOPMENT CORPAZEAPE i, INC. P.O. BOX 1272
10275 LITTLE PATUXENT PARKWAY

COLUMBEBIA, MARYLAND 21044

COLUMBIA, MARYLAND 21044

(410} 2700477

SDP # 98-—-60

ENGINEER'S CERTIFICATION:

DEVELOPER'S CERTIFICATION:

"l CERTIFY THAT THIS PLAN FOR EROSION AND SEDIMENT CONTROL REPRESENTS

A PRACTICAL AND WORKABLE PLAN BASED ON MY PERSONAL XNOWLEDGE OF THE SITE
CONDITIONS AND THAT IT WAS PREPARED IN ACCORDANCE WITH THE REQUIRMENTS
OF THE HOWARD SOIL CONSERVATION DISTRICT.”

#

A~

"JWE CERTIFY THAT ALL DEVELOPMENT AND CONSTRUCTION WILL BE DONE ACCORDING

TO THIS PLAN, AND THAT ANY RESPONSIBLE PERSONNEL INVOLVED IN THE CONSTRUCTION

PROJECT WILL HAVE A CERTIFICATE OF ATTENDANCE AT A DEPARTMENT OF THE ENVIRONMENT
APPRGVED TRAINING PROGRAM FOR THE CONTROL OF SEDIMENT AND EROSION BEFORE BEGINNING
OJECT. F ALSO AUTHORIZE PERICDIC ON-SITE INSPECTION BY THE HOWARD SOIL

13639

SUBCMSIGN NAME
SMNOWDEMN RIDGE

PLAT# CR LF

[
m

Daft*McCune Wealker, Inc.
200 Easat Pennsylvania Avenue
Toweon, Maryland 21288

{410} 296-3333
Fax 2964705

A Team of Land Planners,
Landscape Architects,
Engineera, Surveyors &
Ernvironmental Professionals

6067, 03

WRTER CODE

ECH

4900000

5. NATU
OPEMENT PLAN IS éego/sb?umogop; AND _;/}0/4{ Sedlment & El"OSlon
bt NTROL THE 'ARD SOIL SERVATIOM DISTRICT. b 7 -
p F ' FRINT WAME BELOW SGNATURE 1 o SIGNATURE OF DEVELOPER S Control Details
( PRINT NAME BELOW SIGNATURE Des B P .
I . Yy  WGZ Scale 17=30 Proj. No. 95118D2
L)‘ll\ { - Z 20 A § 4
HofaRD sch. ¥ =V ~n WL Ras LAwrarie Z. 5’“"4“9 DmBy waz Date  3.31.99
i i Professional Engr. No. /0 57/ Chk By Approved 5 0F 5
(/ ] .
The May 6 TOTHO 1999 p\ISNBIZNISHEAZ.504 S, ﬁp v d’\ 6 3



SHEET INDEX

SHEET DESCRIPTION

COVER SHEET

—

SITE PLAN
LANDSCAPE PLAN
EROSION & SEDIMENT CONTROL PLAN

EROSION & SEDIMENT CONTROL DETAILS

L6 I RS [V

40’

MAXIMUM  UNIT HEIGHT

Not To Scale

—=

— s
— e

LOT COYVERAGE

ADDRESS CHART

WAX,LOT COYERAGE |  PROPOSED
LOT NUMBER | LOT SizE a0 LOT SZe) | LOT COVERAGE Lot NEMDER STREET ADDRESS
195 2601 615 580 195 T2 CALM SUNSET
196 1800 1080 96 7243
o7 1800 1086 97 7248
198 1800 1080 156 7247
199 1800 1080 199 7249
: 200 2250 1350 200 7251
201 2050 1260 201 7255
202 1800 1060 202 7256
203 1800 1080 205 7257
204 1800 1080 204 7269
205 1800 1080 205 7261
206 2250 1250 206 7265
207 2250 1250 207 7265
206 1500 1080 206 7267
200 1800 1080 209 7265
210 1800 1060 210 72N
21 2250 350 it 7275
22 2250 550 2% 7275
213 1800 1080 215 7277
214 1800 1080 214 7279
215 2700 1620 215 7281
216 2483 1402 216 7286
217 2015 1208 217 7287
218 2025 1221 218 7289
219 2086 1254 219 7291
220 2078 1247 220 7295
221 1971 1185 221 7296
222 1992 1198 222 7297
225 2197 1318 225 7298
224 2550 1550 224 7268
LOTS 195 — 245 & O.S. LOTS 246 & 247 = — =
. . 226 1800 1080 226 ToB4
227 1800 1080 227 7202
228 1800 1080 226 7260
& SNOWDEN RIDGE, SECTION 2, AREA 1 S  —
f 4 f 4 250 1800 1080 230 7276
25 2247 1348 234 7274
me—— —— 252 2007 1201 232 7270
b hd 235 1675 1067 255 7268
254 1747 1048 254 7266
275 1797 1076 225 72684
256 1800 1080 256 7262
257 1800 1080 257 7260
SECTION 2, AREA 1., PLAT# 13569 = ==
/ ¥ 4 759 2531 1509 229 7266
240 226 =57 240 7252
241 1810 1086 241 7250
247 1810 1086 242 7245
245 1810 1086 243 7246
244 1754 1082 244 7244
245 2038 1223 245 7242
245 OPEN_SPAGE
« NOTE: DECKS NOT INCLUDED FOR COYERAGE CALCULATION. 247 OPEN GPACE_

OVERALL PROPERTY OUTLINE

Not to Scale

SITE ANALYSIS DATA CHART

1. Genersl Site Data
a.  Present Zoning: RA-15

NORTH

b. Applicable DPZ File References:F-95-138, WFP_95-30, SDP 95-88,5F 95-01,5F 95-08, 5P 98-03,
ZE QA4OM, F-95-47 WP 92-172, F-92-172, F-98-49,F-92-140, F 92-126, WP 98-117, F-96-51

Proposed Use of Site or Structure(s): _ Single Family Atvached

G,
d.  Proposed Water and Sewer Systems: X Public -
e Water and Sewer Contract Number: 24-3661-D

Unit Type Proposed: Single Family Attached

Number of Building Lote Proposed: i

Number of Garage Units: O

Number of Single Family Attached: 51

2. Area Tabulation

a. Total Number of lots/ Parcels: 55
51 Buildable
2 Open Space Lots
2 Open Space Parcels
b. Total Area of ROW To Be Recorded: 0.699 Acres
c. Total Area of Subdivision: 2.832 Acres.
Area of Buildable Lots: 2315 Acres,
Open Space : 0.8 Acres (Non-Credited).
Recreational Open Space: 0.254 Acres

26% or Greater Slopes: 0.00 Acres.
Area of Disturbance: 3.01 Acres
Total Area of Open Space Lote: 245,247 = 0918 Acres

3. Open Space Data:

SNOWDEN RIDGE: 21 212
A. Total Acreage of Site: 8133 AC. 2.23% ALC.
B. Open Space on Site: (Credited): 2.0589 AC. 0.0

C. % of Open Space per Grose Acreage:

D. Recreational Open Space: 0504 AC. 0.0

4. Parking Space Data

Number of Parking Spaces Required: 102
Number of Parking Spaces Existing: 125

TOTAL
REQUIRED

1.266 AC.
28642 AC.

0496 AC.

TOTAL
PROYIDED

3.059 AC,
27%

0504 AC.

HOWARD COUNTY, MARYLAND

LOCATION MAP

SCALE: 1" = 2000

NORTH

DATA SOURCES

THE COORDINATES SHOWN HEREIN ARE

BASED ON PREYIOUS RECORDED PLATS FOR THIS SUBDIVISION,
AND RELATE TO A BOUNDARY OUTLINE PREFARED BY
CENTURY ENGINEERING, INC.(AS AMENDED PBY GUTSCHICK,
LTTLE & WEBER,P.A.DATED AFRIL,1284.)

BENCHMARK DESCRIPTIONS

BASIC MODELS S 2' x 6" CAP
PLUS DECK & OPTIONS o
Y 2" x 6" RAL
B e xerroet ‘ |~ 1 x 6" BOARD 2 €
: &-0" MAX. (TYP)™
poll=e- COPPER 4‘\/ [L‘ Skl -
- _ CAP,TYP.
1 ﬁw — e | B | | rxeEasPACEGE |
B : a\__zfxelgAIL 6’)(6'\' 1' J |
3 5 780 ot & Al 1 POST  Prpoctoor - oo
% 3 Q /‘ Il {I II Il ]l 1[ I
Q el » oae < | AT TR
:O_ ‘<3 2" x 8" RAIL \ 1" x &° BOARD
, 2" x 8" RAIL o 1" x 8" EQ.
- = 2 & CAP SPACE CIC
5 [T T ek
— ALL WOOD TO BE PRESSURE TREATED TO
suNgoor fxe) 45 LBICF WITH FEDERALLY APPROYED WOOD
(oprion) _zo'o" : PRESERVATIVE,
-
A%
ALTERNATE FENCE SECTIONS BACK TO
UNIT TYPE ‘A’ | & FRONT.
Split Level

* OVERALL LENGTH VARIES (SEE SITE PLAN)
CONCRETE FOOTING TO BE DESIGNED

BY STRUCTURAL ENGINEER

BOARD ON BOARD FENCE Not. To Soals

GENERAL NOTES

1

10.

1.

12,
13.
14,

1B,

ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE CURRENT HOWARD
COUNTY DESIGN MANUAL, YOLUME IV, AND MARYLAND STATE HIGHWAY
ADMINISTRATION STANDARDS AND SPECIFICATIONS FOR CONSTRUCTION,
WHERE APPLICABLE, EXCEFT WHERE WAIVERS HAVE BEEN APPROVED,

EXISTING ZONING 1S RA-16 PER 10/18/93 COMPREHENSIVE ZONING.

THE CONTRACTOR SHALL NOTIFY *MISS UTILITY* AT 1-800-257-7777 AT LEAST 48
HOURS PRIOR TO ANY EXCAVATION WORK BEING DONE.

THE CONTRACTOR SHALL NOTIFY THE DEPARTMENT OF FUBLIC
WORKS/MBUREAU OF ENGINEERING/CONSTRUCTION INSPECTION DIYISION AT
(410) 2134860 AT LEAST FIVE (B) WORKING DAYS FRIOR TO THE START OF
WORK,

CONTRACTOR SHALL VERIFY THE LOCATION OF ANY UTILITIES WHICH MAY BE
IMPACTED BY THE WORK.

THE CONTRACTOR SHALL TAKE ALL NECESSARY PRECAUTICNS TO PROTECT
THE EXISTING UTILITIES AND MAINTAIN UNINTERRUPTED SERVICES. ANY
DAMAGE INCURRED DUE TO CONTRACTOR'S OPERATION SHALL BE REPAIRED
IMMEDIATELY AT THE CONTRACTOR'S EXPEMSE.

THE CONTRACTOR SHALL TEST PIT EXISTING UTILITIES AT LEAST FIVE (5) DAYS
BEFORE STARTING WORK SHOWN ON THESE DRAWINGS TO VERIFY THEIR
LOCATION AND ELEYATION. THE CONTRACTOR SHALL NOTIFY THE ENGINEER
IMMEDIATELY IF LOCATION OF UTILITIES 1$ OTHER THAN SHOWN.

ANY DAMAGE CAUSED BY THE CONTRACTOR TO EXISTING PUBLIC RIGHT-OF-WAY,
EXISTING PAYING, EXISTING CURB AND GUTTER,EXISTING UTILITIES, ETC. SHALL
BE REPAIRED AT THE CONTRACTOR'S EXPENSE.

TOPOGRAPHY 18 TAKEN FROM FIELD RUN SURYEY WITH TWO-FOOT CONTOUR
INTERYALS BY KCIAND FIELD VERIFIED BY DAFT-MCCUNE-WALKER,INC.IN 1997,

THIS PROPERTY & LOCATED WITHIN THE HOWARD COUNTY METROFPOLITAN
DISTRICT.

PUBLIC WATER & SEWER IS FER CONTRACT NO.1S 24-3661-D.
ALL OPEN SPACE TO BE GRANTED TO COLUMBIA ASSOCIATION OR HOA
HORIZONTAL DATUM: NAD 83/  YERTICAL DATUM: NGYD 29

SEE COUNTY FILE NOS.:SP 98-03,F-95-138, WP 95-30,5DP 95-88,6P 85-01,5¢
95-09, 7B 949M, F-95-47, WP 92-172, F-92-140,F 92126, WP 98-117,F-0B-B1,F 98-49,

THERE ARE NO WETLANDS, FLOODPLAINGS OR STREAMS ON THIS SITE PER

16, NO TRAFFIC STUDY I8 REQUIRED FOR THIS PROJECT AS A MASTER STUDY WAS
APPROYED FOR GATEWAY COMMERCE CENTER.

17. THE BOUNDARY SHOWN HEREON IS BASED ON PREVIOUSLY RECORDED PLATS
FOR THIS SUBDIVISION AND A BOUNDARY SURVEY BY CENTURY ENGINEERING,
INC.AS AMENDED BY GUTSCHICK,LITTLE & WEBER,P.A, DATED APRIL 1994,

18, SWM GQUALITY AND QUANTITY CONTROLS PROVIDED IN REGIONAL FACILITY FPER
F-g7-28

19. THERE ARE NO KNOWN CEMETERIES OR BURIAL GROUNDS ON THIS SITE.
20. ELECTRIC, GAS ,CABLE AND TELEPHONE LINES DESIGNED BY OTHERS,

21. A NOISE STUDY WAS PREPARED FOR THIS PROPERTY BY MILLER HENNING ON NOV,
16,1994,

22, WAIVERS TO THE HOWARD COUNTY DESIGN MANUAL YOLUME HIFOR RIGHT-OF-WAY WIDTH
REDUCTION TO 40 FT.FOR SOLAR WALK AND FOR INTERSECTION SIGHT DISTANCE AT SOLAR
WALK AND MORNING WALK HAVE BEEN GRANTED,

23, THE CONTRACTOR SHALL MAINTAIN TRAFFIC AT ALL TIMES.

24, UNLESS OTHERWISE NOTED, DIMENSIONS FROM THE CURB ARE MEASURED FROM FACE OF CURD.
25, ALL OF THE ON-SITE WATER HOUSE CONNECTIONS ARE 1" DIAMETER.

26, ALL OF THE ON-SITE SEWER HOUSE CONNECTIONS ARE 4" DIAMETER.

27. RESIDENTS WITH COMMON PARKING AREAS MUST GROUP ITEMS AT GRASSY ISLAND
{WITHIN ROADWAY) FOR COLLECTION.

28. HOA RECORDED JANUARY 26,1998: CERTIFICATE OF INCORPORATION No. 628731, 1. 4595 F.616.

29, NO CLEARING, GRADING OR CONSTRUCTION 15 PERMITTED WITHIN THE WETLAND DBUFFERS
OR FOREST CONGERVATION AREAS.

30. PER SECTION 128.A1b OF THE ZONING REGULATIONS, BAY WINDOWS, CHIMNEYS, AND AREAWAYS,
NOT MORE THAN 16°IN WIDTH MAY PROJECT UP TO 4' INTO ANY REQUIRED SETBACK AREA, OFEN
OR ENCLOSED PORCHES OR DECKS MAY NOT PROJECT MORE THEN 10'INTO THE FRONT OR REAR
SETBACK AREA OR PROJECT BOUNDARY SETDACK.

SEWER HOUSE CONNECTION TABLE

THE COURSES AND COORDINATES SHOWN HEREON ARE
REFERRED TO THE MARYLAND COORDINATE SYSTEM,

BM # 1 X-CUT IN CONCRETE BASE OF TRAFFIC CONTROL
ELEY. 26836 NAD 29 2243002

BM # 2 NAIL IN BGAE POLE ELEV.387.97 NAD 29 2243003

Lor | INV.ATR | MIN.C |SLOPE| LOT | INV.ATA. | MIN.C |SLOPE
195 BAGE | B44TI | 2% 245 | 34106 | 34436 | 2%
196 | 34205 | 34p1s | ¢ | 244 | 34203 | B34435 | 2% \ o,
197 34146 | 34459 | 2% 245 | 34214 | 34513 2% :
198 34095 | B4ass | 2k
199 34175 | B4amg | 2
200 | 3444 | 24427 | 2%
201 BMO0 | 34449 | 2
202 34085 | 24398 |
203 34076 | 34389 | 2%
204 34061 | 34374 | 2%
205 34047 | 24360 | TR
206 34031 | 34335 | 2k
207 53962 | 34325 2%
208 34010 | 34323 | 2%
209 33929 | 34343 2%
210 33089 | 34282 | 2%
21 32980 | 54293 %
212 33954 | 3467 | 2%
213 23591 | 34198 2%
216 23945 | 24214 2%
217 34069 | 34379 | 2%
218 34073 | 4375 | 2%
po 340.50 24400 | 2% APPROVED: HOWARD COUNTY DEPT. OF PLANNING & ZONING
220 34095 | B4B95 | 2%
221 41,14 34435 | 2% — 51‘1‘?7
o srios | sasos | 2 CHIEF, DEVELOPMENT ENGINEERING DIVISION AKX
223 34130 | 34440 | 2% 0/95
224 34147 34418 | 2% D DEVELOPMENT DATE
225 34120 | 34430 2%
226 | 4120 | B4dz2| 2 4_4;@
227 34140 | 34450 | 2% Y OR R DAT
228 BABO | 84452 | 2%
s | 3me0 | 24470 | z% /N | Rev Brsic Morer 2 ADD SUNROOM opnion:
220 | 3m70 | 2aav2 | = . REY. LoT COVERAGE CHART
23 B341.80 34490 | 2% Date No. Revision Description
232 34250 | B4540 | 2%
233 34298 | %4596 | 2% SNOWDEN RIDGE
274 ZAR BT A4G2T 2% SECTION 2, AREA 2
CARCTARC AR LOTS 198 THRY 245 & OS.LOTS 2ac & 207
206 | 54456 | B4746 | 2% O.S. PARCELS B—2 & B-3 !
237 34508 | B4BOG| 2% A RESUBDIVISION OF SNOWDEN RIDGE
258 34522 | 34812 | 2% SECTION 2, AREA 1., PLAT# 13569.
259 34164 | 340567 | 5% OWNER: DEVELOPER:
240 | B3M5 | 34397 | 2% FOWARD RESEARCM & —  FiM. CEORGE CONSTRUGTION LG,
244 541.76 544_16 2% DEVELOPMENT CORPAGEAPE 11, IMNC. PO, BOX 1272
242 | M85 | zaawr | 2% COLUMBUA, MARYIAND 21088 @10y a7ongazs T oM
{410) 992—6000
— Du!l'MeCum»Walk‘or, ) T
5 J1e/45 Fooon M 31558 e scae Arohiret,
Dat'e ;4":1‘3) m = Engineers, Surveyors &
nvironmental Professionals
[SUBDVISICN. NAME lm TP #
SMNOWDEN RIDGE SECTION 2, AREA 2 195 - 245
PLAT# iF * FLECT. IS THCT CENSUS TRACT
13639 581N 9 }-1 42 &TH H067.03
TR GO W CO0E
EDG 4900000
TITLE

COVER SHEET

Number of FParking Spacee FProposed Within Driveways and Garages: O PLATS 11958 AND 11959. Des By «c¢sc Scale AS SHOWN | Prol. No. 95118D2
Total Number of Parking Spaces Proposed: 125 Dm By csC Date  3.31.99
Professional Engr. No. fags 't Chk By MM Approved T OF 5
Thu May © 16:39:52 1998  nA95HBANISUEAZ.v8 SDP # 9860
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R R DATE
r

LEGEND

EXISTING CONTOUR
/ PROPOSED CONTOUR
so.0+  SPOT ELEVATION

FLOW ARROW
Q EXISTING TREES
— WATER LINE

T  WATER YALVE

%] FIRE HYDRANT

—— WHC - WATER HOUSE CONNECTION

- — SANITARY SEWER

SHC - SEWER HOUSE CONNECTION

O MANHOLE

PARKING SPACE COUNT

! BUILDING

WATER, SEWER, DRAINAGE, UTILITY & TREE
MAINTENANCE EASEMENTS

BOARD ON BOARD FENCE (SEE DETAIL
ON COVER SHEET)

5 ~{oa1

Date

Professional Engr. No. /0395”

APPROVED: HOWARD COUNTY DEPT.OF PLANNING & ZONING

oz 59

‘DATE

Ez '{d{ff_f

CHIEF, DEVELOPMENT ENGINEERING DIVISION A

CHIEF, DIVISION OF LAND DEVELOPMENT

A\ | REV.INITAOCATION(S) *ADD SUN RooM (oPTioN ).

Date No. Revision Description

SNOWDEN RIDGE

SECTION 2, AREA 2
LOTS 195 THRU 245 & O.S.LOTS 246 & 247
& SNOWDEN RIDGE, SECTION 2, AREA 1
O.5. PARCELS B-2 & B-3,
A RESUBDIVISION OF SNOWDEN RIDGE
SECTION 2 AREA 1., PLAT# 13569.

OWNER: DEVELOPER:

HOWARD RESEARCH & H.ML GEORGE COMSTRUCTION LLC,
DEVELOPMENT CORPAGEAPE I, INC, P.O. BOX 1272

TO275 LITTLE PATUXENT PARKWAY COLUMBLA, MARYLAND 21044
COLUMBIA, MARYLAND 21044 4103 2700477

{410} 992—6000

Daft ' McCuneWalker, Inc.

200 East Pennsyluvania Avenue
Towson, Maryland 21286

A Team of Land Planners,
{410) 296-3333

Fax 2964705

Landscape Architects,
Engincers, Surveyors &

Environmerdal Professionals

PNGSHBIENTGSHEGZ sp2

SDP # 98-—-60



